
We Own:
Advanced Cell Electroluminescence Detector, 
can clearly find all hairlike defects of cells, which can not be seen by unaided eyes. 
                            

5. Printing Block
3. Material Defect 4. Sintering Defect (Wave)
1. Short-Circuit at Edge

    6. Contamination

2. Hidden Crack & Clamp's Contamintion
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Cells

Brand Name of Solar Cells

Cell Type

Cell Size

Cell Shape

Number Cells

Encapsulated Solar Cells Efficiency (c)

Standard Test Conditions

AM

Irradiation

Tc

XINYOU

Mono Crystalline Cell

125*125

Quasi Square

96

16.81

mm

in series

%

1.5

1000W/m

25

2



Mechanical Characteristics

Packing/ Transport Information

Dimensions

Installation 

Dimensions

Weight(kg)

Frame structure (Material, Corners)

1300/800

1010

21.5

Aluminum

1580

1060

50

mm

mm

Kgs

mm

mm

mm

Front side

Front glass thickness 

Encapsulant

Back side

Junction Box

Packing configuration

Size of Carton

Weight of Carton

Cartons per 40' container

10

1610*590*1100

10

56(x 10pcs)

pcs per carton

mm

Kgs

cartons (x modules)

Absolute Maximum Ratings

Operating Temperature

Storage Temperature

Dielectric Isolation Voltage

Maximum Wind Resistance

Maximum Load Capacity

Maximum Hail diameter @ 80Km/h

-40Ņ͘+90Ņ

-40Ņ͘+90Ņ

1000

60m/s

200

25mm

VDC max 1000V

N/m2 or max Km/h

Kg/m

@ 80Km/h

Length (mm)

Width (mm)

Depth (mm)

Length (mm)

Width (mm)

Glass

3.2 mm

EVA

TPT

TOP

2


